Cable assemblies for HW-robots, water-cooled,
T1 mount and Euro connector

OVERSIGT

Kabelsystemer til HW-robotter skal veere med korrekt lzengde. Kabelleengderne passer til bestemte kombinationer af tradboks og beslag.

For yderligere kombinationer bedes du kontakte Kemppi Sales.

Robotmaerke Robotmodel
ABB IRB 16601D
ABB IRB 26001D-15/1.85

FANUC 100iC-8L
FANUC 120iC
KAWASAKI BAOOGL
KUKA KR 5 ARC HW
KUKA KR 5-2 ARC HW
KUKA KR6 R1820 ARC HW
KUKA KR8 R2100 ARC HW
KUKA KR16 Arc HW
MOTOMAN GP12
MOTOMAN GE25-12
MOTOMAN MA1440

Cable assemblies for HW-robots,
water-cooled, T1 mount and Euro
connector / Tekniske
specifikationer

Type

T1
Tl
Tl
Tl
Tl
Tl
Tl
Tl
T1
Tl
Tl
Tl
Tl

Bestillingsnummer
(A7)

SP600721
SP600722
SP600810
SP600736
SP600735
SP600670
SP600670
SP600699
SP600718
SP600649
SP600650
SP600709
SP600650

Laengde

1,10 M
1,16
1,39 M
14M
1,34 M
0,98 M
0,98 M
1,11 M
0,99 M
1,10 M
0,97 M
1,39 M
0,97 M

Bestillingskode
(Kemparc)

SP600697

Laengde

1,15M
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TEKNISKE SPECIFIKATIONER

Cable assemblies for HW-robots, water-cooled, T1 mount and Euro
connector

Produktkode See the technical specifications list.
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